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FILTER FABRIC — Zoning digtrict: RR — Rgrol Residence.
. LATH ~— — Property lines are approximate and are not based on an A—2 survey.
TT=TTT=IT] — 24 — Topographic information based on a field survey by this office.
| o Pt N — Topographic datum is based on NGVD 29 datum.
:| | |:| | |:| | |: \ — The 100 years flood elevation is the 904 contour.
||:| | |:| | |:| | |: FINISHED GRADE — SEE SITE PLANS r A ,|4.I |I || g D ] ] ] ‘j BACKFILL — Wetlands were identified in the field by George Malia, Soil Scientist and field
L 12” [ - IR SEPRR B e 8 ofJe e|es alo6@e L] e located by this office.
s ~ L . — All construction to conform to town and State of Connecticut specifications.
o FILTER FABRIC g ; PLAN , _FLOW — Property is located in the 6705 Subregional Drainage Basin.
=3 I - NOTES:
/4 N ; gggDEBC'?gNZC’:)R(’E’TELAWN =T —SEPARATE SECTIONS OF FENCE TO BE WRAPPED
y ( \ PERFORATED DRAINAGE PIPE . . DRAIN i AROUND BOTH END POLES TO MAKE A CONTINUOUS
3/4" CRUSHED STONE — : 2 : BARRIER. . .
\ // H —HAYBALES MAY BE SUBSTITUTED OR USED WITH Construction Narrative
s ; FLoW —— | SEDIMENT FENCE AS DIRECTED BY TOWN OR ENGINEER. 1. Start and Completion Dates:
. :|||||:|_ |||||:||| Start Date: Fall 2021
N e L R e B 1 | 1 ey Completion Date: Fall 2022
- H—=H =
SEDIMENT FENCE DETAIL y
. .- - = SECTION e Obtain all permits
127 MIN. 127 MIN. ke — e Notify “Call Before You Dig® for utility marking.

e Notify all applicable town officials of start date.

e Install sediment fence at the toe of all proposed fill slopes and as shown on
the site plans.

e Install anti—tracking pad.

e Clear and grub all areas of excavation and fill.

e Remove and stockpile topsoil in all areas of excavation and fill. Stockpile to
be seeded with annual rye grass and mulched.

® Rough grade driveway and parking areas to proper subgrade.

e Install storm drainage.

e Provide proper swales as shown on site plans.

e Place and compact bank run gravel.

e Place and compact processed gravel.

e Place a minimum of 4" of topsoil on all disturbed areas and driveway

HAY BALE SEDIMENT BARRIER

NOT TO SCALE
EXCAVATE 4" DEEP TRENCH FOR LENGTH OF BALES.
PLACE AND STAKE BALES. TWO (2) STAKES PER BALE.
WEDGE LOOSE STRAW BETWEEN BALES.
BACKFILL AND COMPACT THE EXCAVATED SOIL ON
UPHILL SIDE OF BARRIER.

INSPECT BALES AFTER EACH STORM EVENT.
2. REMOVE ACCUMULATED SEDIMENT FROM BALES WHEN
IT REACHES 1/2 THE HEIGHT OF THE BARRIER.

PIPE TRENCH WITH UNDERDRAIN DETAIL LAWN DRAIN DETAIL

N.T.S. N.T.S.

CONSTRUCTION NOTES:

— THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR JOB SAFETY.

— DISCREPANCIES IN THE PLANS SHALL BE BROUGHT TO THE ATTENTION
OF THE ENGINEER IMMEDIATELY FOR RESOLUTION.

— ALL MATERIALS AND METHODS OF CONSTRUCTION SHALL MEET CONNECTICUT
D.O.T. STANDARDS FOR ITEMS NOT SPECIFIED IN TOWN REGULATIONS.

HUN =

—_

FOR PARKING SLOPE SEE SITE PLAN

3/4" CRUSHED STONE —{

127

_\FINISHED GRADE — SEE SITE PLANS

[T——FILTER FABRIC

DRAINAGE PIPE

12" SUBBASE SHALL CONFORM TO

M.02.06 GRADING 'B’ PER THE

CONNECTICUT DOT SPECIFICATION FORM

816 OR APPROVED EQUAL.

6" OF 3/4” PROCESSED GRAVEL

GRASS FILTER STRIP

2:1 MAX. SLOPE

ORIGINAL GROUND

PARKING DETAIL

HAYBALES SHALL CONFORM TO ARTICLE 2.18.02 OF

D.0.T. FORM 816.

10"x10" ROUGH SAWN POST WITH 1" CHAMFER
SPACED AT 9'-0" O.C. (TYP.)

WOOD TO BE PRESSURE TREATED INSTALL
PARALLEL TO PARKING EDGE AND PLUMB.

— ALL CATCH BASINS, MANHOLES, PIPING AND OTHER UTILITY COMPONENTS WITHIN
TRAFFIC AREAS SHALL BE CAPABLE OF SUPPORTING H—20 LOADING.

— IT IS THE CONTRACTORS RESPONSIBILITY TO VERIFY ALL ON-SITE
AND OFF—SITE FIELD CONDITIONS AND VERIFY THAT NO CHANGES
HAVE OCCURRED SINCE THE ISSUANCE OF THIS PLAN. THE DESIGN
ENGINEER IS TO BE NOTIFIED OF ANY CHANGES WHICH CONFLICT
WITH THIS PLAN.

— THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, ELEVATIONS AND
QUANTITIES SHOWN ON THESE PLANS PRIOR TO PROCEEDING WITH
CONSTRUCTION AND ANY DISCREPANCIES SHALL BE REPORTED TO THE
ENGINEER WHOM SHALL HAVE FINAL SAY AS TO THE ACTUAL
DIMENSIONS TO CONSTRUCT BY.

— STRICT ADHERENCE TO ALL OSHA, TOWN AND STATE OF
CONNECTICUT REGULATIONS REGARDING CONSTRUCTION IS REQUIRED AT
ALL TIMES.

— UTILITY LOCATIONS WILL BE AS DETERMINED BY THE UTILITY COMPANIES.

— THE LOCATION AND ELEVATION OF UNDERGROUND UTILITIES IS

shoulders.

e All side slopes to be shaped, topsoiled and seeded as soon as possible during
construction.

e Topsoil to be fertilized, seeded and mulched immediately.

& Remove sedimentation controls when vegetation is established and when
authorized by the Town Enforcement Official.

General Requirements

e Frosion and sedimentation control measures to be installed at the toe of
slopes or as shown on the plans.

e All measures to be installed prior to ground disturbance.

e Topsoil to be stripped, stockpiled and seeded in all areas of proposed grading.

e Erosion control measures to be maintained throughout the construction
process until disturbed areas are stabilized and removal is authorized by the
Town Land Use Administrator.

e Additional control measures may be necessary and shall be installed at the
discretion of the Town Land Use Administrator.

SWALE TO BE LINED WITH AMERICAN
EXCELSIOR COMPANY AEC PREMIER STRAW

2:1 MAX. SLOPE

ORIGINAL GROUND

WOOD POST WITH RAIL DETAIL

PROVIDED PRIOR APPROVAL IS OBTAINED FROM THE ENGINEER.

— ALL BACKFILL FOR TRENCHES, STRUCTURES, PARKING AND
DRIVEWAY ETC. SHALL BE ADEQUATELY COMPACTED TO PREVENT EXCESSIVE

SETTLEMENT.

—i” UNKNOWN. IF THEY ARE INDICATED AT ALL ON THESE PLANS, THEY e The owner of record / contractor shall be responsible for the installation and
. N.T.S. [ - I % 5" ROUGH SAWN BEAM ARE APPROXIMATE. BERKSHIRE ENGINEERING & SURVEYING, L.L.C., SHALL NOT BE maintenance of erosion controls.
o R - RESPONSIBLE FOR ANY DAMAGES AND/OR ADDITIONAL COSTS WHICH e The responsible person in charge is:
“% | 9’ 0.C. MIGHT RESULT FROM THE EXISTANCE OF SAID UTILITIES. Mr. Raz Alexe, P.E., Town Engineer (860) 567—7575
[ 12 — THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL e All erosion and sedimentation controls to be installed in accordance with the
.- . | EXISTING UTILITIES BEFORE COMMENCING ANY WORK AND AGREES TO 2002 CT guidelines for soil erosion and sediment control.
127 MIN. 127 MIN. 4 9 9’ 4 i . « . - - . BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT
| e \ - \ -t N R R R IR IR R IR IRRRORID OCCUR BY HIS FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND Maintenance of Erosion Controls
~— Il | ORIGINAL / PROPOSED GROUND ALL UNDERGROUND UTILITIES. ® Erosion controls to be maintained throughout the construction process.
PIPE TREN CH DETAIL % I — ALL GRADING SHALL BE PERFORMED TO ELIMINATE LOW POINTS AND ® All measures to be checked weekly and / or prior to predicted rainfall.
~— M DEPRESSIONS WHICH WOULD TRAP SURFACE WATER. CONTACT THE e All measures to have silt removed prior to predicted rainfall or as required.
2:1 MAX. SLOPE. ~— FOR SLOPE SEE SITE PLAN | | DESIGN ENGINEER IF CHANGES ARE WARRANTED. o All silt to be disposed of outside of any construction areas such as driveways
\ LJ — MINOR GRADING CHANGES ARE PERMITTED TO MEET FIELD CONDITIONS and parking areas.

e All silt to be disposed of in a proper manner.

Dust Control

The purpose of dust control is to prevent blowing and movement of dust from
exposed soil surfaces, and reduce the presence of dust which may cause
off—site damage.

DOUBLE NET EROSION CONTROL BLANKET NOTE: CONSTRUCTION ENTRANCE TO BE INSTALLED N.T.S. .
UNLESS MODIFIED RIP RAP IS SPECIFIED. AND MAINTAINED DURING CONSTRUGTION. EOV\S/cSJItt:f Methods:
6” OF 3/4" PROCESSED GRAVEL NOTE: RECOMMEND DRIVEWAY AREAS OVER 107% The exposed soil surface should be moistened periodically with adequate water
TO BE PAVED. to control dust.
12" SUBBASE SHALL CONFORM TO b.Calcium Chloride
M.02.06 GRADING B’ PER THE 6’ 2 Place loose dry granules through a spreader at a rate that will keep the
CONNECTICUT DOT SPECIFICATION FORM DRIVEWAY DETAIL surface moist. This method to be used when other methods are not practical.
816 OR APPROVED EQUAL.
N.T.S. Y% .
Z|< Maintenance
- Temporary methods to be repeated as needed to accomplish control.
xl= P y P P
w| <
E|=
=z
PROPOSED GRADE &8 2% SLOPE Specific Construction Notes:
, , —_-— FILL Parking Area 1 and 6’ walkway to Greenway Trial
3 5 GRASS FILTER STRIP 4:1 SLOPE (TYP.) e Driveway in is in original soil. Rough grade to subgrade. Shape and compact
PAD NOTES: ( ) EUblg'mde- Ploge _clnd compoctdgtr)o\éel F\I)oyers in 6% Iiffns. tely 6% of it
2:1 SLOPE (TYP. ® Parking area is in an old road bed. Remove approximately of forest litter
— SIDE SLOPES SHALL BE 2:1 OR FLATTER. , NN A A AN ANSAN and any soft / unsuitable material. Shape and compact subgrade. Place and
GRAVEL PARKING ST R R R RN LRI R R RI RSP RSN LR TR L R 72 2 T e e e
~ BOTTOM GRADE SHALL BE 0.0% (LEVEL) EIQ’DLR;\A%Z PAD ORIGINAL GRADE / 7/3\7//&/&\:/(\//'?1//\///\/\ ANTANN ) e The majority of the 6’ walkway to the Greenway Trail is in an old roadbed.
T x\ 8" OF PROCESSED GRAVEL Remove forest litter and soft unsuitable material. Shape and compact
— THERE SHALL BE NO OVERFALL AT THE END —_ - TOP EL=908.0 EXISTING GRADE subgrade. Place stabilization fabric. Place and compact 8" minimum of
OF THE APRON OR AT THE END OF THE ~ \OOOOOOOOOOOO%OOé) . processed gravel.
PIPE. ) O o
— NO BENDS OR CURVES AT THE INTERSECTION min. L D é%) O ® Driveway is where the existing wood road enters White Memorial property.
OF THE PIPE AND APRON WILL BE PERMITTED. >l 4" PERF. 3034 PVC — | P A OOC|NV.=907.2 N.T.S. Rough grade ‘to sub_grode. Shape and compact subgrade. Place and compact
AP e W/ PERFORATIONS Cpé) OSC— ., gravel layers in 6% lifts.
— ALL STONE ALL BE 5"MINUS RIP RAP. P O g 18 e Based on a few observation pits, the parking area has 10—12” of topsoail.
- FACING DOWN.
- % g Remove approximately 12% of topsoil and any soft / unsuitable material. Shape
~ mL|'n - 3/4” CLEAN BROKEN STONE—/Ooo%OO 00088 EL=906.0 and compact subgrade. Place and compact gravel layers in 6" lifts.

Parking Area 3

e Driveway is where the existing wood road enters White Memorial property.
Rough grade to subgrade. Shape and compact subgrade. Place and compact
gravel layers in B" lifts.

e Based on a few observation pits, the parking area has 10—12” of topsoil.
Remove approximately 12” of topsoil and any soft / unsuitable material. Shape
and compact subgrade. Place and compact gravel layers in 6" lifts.

TYPICAL RIPRAP

ENERGY DISSIPATOR
NOT TO SCALE

INFILTRATION TRENCH DETAIL
(PARKING AREA #2)

N.T.S.
2' SHOLDER 6" WALK 5" SHOLDER
I &
0 wlo
38
T (R
4:1 SLOPE —~
; ; 0 st . REVISED: ~ 02-10-21  IW & PZC COMMENTS.
FRASS FILTER STRP T =] 777 ’ STANDARD CONSTRUCTION
DETAILS AND NOTES
ORIGINAL GRADE f —
St N L , 7 7 PREPARED FOR
qqqgjé';;fﬂ" ooooOOooooooooﬁ 6" EXISTING GROUND —_
qq<<§i‘§3 50’ FILTER FABRIC/:—? - g_P ——7 WALKWAY DETAIL TOWN OF LI TCH FIELD
A a st e SRR o o
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" " J
o o or 2 TRA RO fgg . & LITCHFIELD, CONNECTICUT
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CONSTRUCTION ENTRANCE DETAIL INFILTRATION TRENCH DETAIL SURVEYING, LLC
NTS. (PARKING AREA #3)
N.T.S. 143 BANTAM LAKE ROAD (860)567—8007

BANTAM, CONNECTICUT 06750 (860)567—8006 (fax)
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